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Technical Specifications 

Performance (by Model) 

3D Real-time Sonar 

Frequency 

Maximum Range 

Minimum Range 

Range Resolution 

Update Rate (Ping Rate) 

Angular Coverage 

Motion 

Positional Accuracy (CEP) 

Roll/Pitch (1o) 

Heading (1o) 

Velocity (1o) 

Camera 

Control Module 

Accessories 

New to UIS4G

UIS4G 

Echoscope4G® Surface 
Dual Frequency (375 and 630 kHz) 

120 m (394 ft) at 375 kHz 

80 m (262 ft) at 630 kHz 

1 m (3.3 ft) 

3 cm (1.2") 

Up to 12Hz 

50' X 50', 24' X 24' 

software switchable 

F190+ 

0.025' (RTK) 

5 cm or 5% 

3.5 cm or 3.5% (iHeave™) 

0.05 km/h 

Day/Night Camera 

30 Connect 

Laptop 

USE Pro Software 

F190+ --

The UIS4G utilizes the recently released 4th generation of real-time, 30 sonars, the Echoscope4G® Surface. The Surface was designed 
specifically for water applications, and its 50% lighter and its 40% smaller form factor allows safe single user deployment from a much wider 
range of small inspection craft including the growing availability of autonomous surface vessels. New at the heart of the UIS4G is the 30 
Connect providing a very compact and comprehensive integration point and power solution for all Echoscope real-time 30 sonars, single and 
dual-axis rotators, above water day/night digital camera, included GPS aided inertial navigation system, the F180 Series as well as a range of 
additional sensors to further extend the system's capabilities. To complete the integration package, the complete system is managed and 
operated using the USE (Underwater Survey Explorer) UIS edition software from a laptop computer. 
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